s (16,5 dente)
\\6‘ clip

)

oo (16,5 delnte)
/ /\\6 clip
\

.® IH0Zs st

3 Poli

Capacita' di connessione fino a 6°
Connection capability up to 6°

Connessione presa- spina 3 poli, per uso interno.
Facilita di cablaggio .Connessione a bussola o pin a crimpare oppure ibrida
pin/bussola .

3 poles plug-socket connection, indoor only.
Easy wiring. Pin crimp or bush connection, or hybrid pin crimp bush.

T|H[B|.]0]2]3]. |X|3]X]

THB.023.A3A _& MALE-PLUG
—

| 32A | | T125] {400V ~| [PTI175|

Marrone - Brown

Rated voltage 400V THB.023.B3A

Rated current 32A FEMALE-SOCKET (POWER)
Range of temperature 0-125°C Marrone - Brown

Proof tracking index PTI175

Impulse withstand voltage 6 KV

THB.023.A3C _& MALE-PLUG

Verde- Green

THB.023.B3C
:& FEMALE-SOCKET (POWER)

Verde- Green

THB.023.A3B K wacvs
Marrone - Brown WITH ADAPTER

THB.023.B3B :& FEMALE-SOCKET (POWER)
Marrone - Brown WITH ADAPTER

[TIH[F].]0]2]3]. [x|3]X]

THF.023.A3A
Grigio - Grey raL 7001 «@nls] VALE-PLUG

Materia plastica - Plastics
PA66GF UL94 VO GWT 960°C
. Verde- Green

. Marrone - Brown
I:‘ Bianco - White

[] arigio - Grey RAL 7001

Bussole- Insert

d Ottone nichelato

I:& Nickel plated brass

us Acciaio zincato passivato THF.023.B3A
T Time piated ateel Grigio - Grey raL 7001 ==l FEMALE-SOCKET (POWER)
Pin - Crim
b . THF.023.A3C
> Solo parte plastica - Plastic part only ‘ } «@nln] MALE-PLUG
> Per pin cilindrici universali @ 2 Bianco - White
> For universal cylindric pin @2 — C—fjsll THF.023.B3C
Bianco - White C——# FEMALE-SOCKET (POWER)
THF.023.A3B
EN 61984:2001 C € MALE-PLUG
@ Grigio - Grey RAL 7001 WITH ADAPTER
tsng e aineang THF.023.B3B FEMALE-SOCKET (POWER)
Grigio - Grey RAL 7001 WITH ADAPTER

Eventuali modifiche e migliorie sui dati tecnici o sul prodotto potranno essere effettuate senza preavviso.
All technical data or other eventual product modifications and improvements can be carried out without notice



@

THOZ3AG A S

15)
- TN (16,5dente)
3 Poli e Aﬁ el
CONTATTI ARGENTATI \
SILVER PLATED INSERTS

—~
P
A\ 3.5

/ ;

$3.5
Capacita' di connessione fino a 6° ﬁ
Connection capability up to 6°

Connessione presa- spina 3 poli, per uso interno.

. Facilita di cablaggio .Connessione a bussola o pin a crimpare oppure ibrida

pin/bussola .

3 poles plug-socket connection, indoor only.
Easy wiring. Pin crimp or bush connection, or hybrid pin crimp bush.

T|H[B|.]0]2]3]. |x|3]X]

| 32a | | 1125/ {400V ~| [PTI175|

Rated voltage 400 V @;a . THB.023.A3A.AG ! MALE-PLUG

Rated current 32 A Brown

Range of temperature 0-125°C

Proof tracking index PTI175 :& R

Impulse withstand voltage 6 KV s o THB.023.B3A.AG FEMALE-SOCKET (POWER)
Brown

THB.023.A3C.AG JMALE-PLUG

Materia plastica - Plastics Green

PA66GF UL94 VO GWT 960°C
] verde- Green THB.023.B3C.AG :d FEMALE-SOCKET (POWER)

. Marrone - Brown sente-clip Green
|:| Bianco - White

[ ] arigio - Grey RAL 7001

THB.023.A3B.AG -&MALE-PLUG
Bussole- Insert Brown WITH ADAPTER
-é } AG= Ottone Argentato @s ‘ THB.023.B3B.AG :& FEMALE-SOCKET (POWER)

:d Silver plated brass B WITH ADAPTER
rown
% Acciaio zincato passivato
) . Zinc plated steel
Pin - Crimp

> Solo parte plastica - Plastic part only

> Per pin cilindrici universali @ 2 @il
> For universal cylindric pin @ 2 —isl

EN 61984:2001 C €

techno enhanced engineering
®

Eventuali modifiche e migliorie sui dati tecnici o sul prodotto potranno essere effettuate senza preavviso.
All technical data or other eventual product modifications and improvements can be carried out without notice



Kit di fornitura non assemblato THB-F
Unassembled kit THB-F

. tochno

Technelogy & innovation

Kit di fornitura assemblato THZ
Assembled kit THZ

THB.023.X3X
THF.023.X3X

{

>

PLUG

=y

mm185

mm39‘5\‘/|<—>I

mm395

THB.023.X3X
THF.023.X3X

A\

{

>

SOCKET

=y

(

mm185 06 qﬂ‘)
- D

K mm395 mm395 1000 PZ

THZ.023.X3X

THZ.023.X3X

T O\~
- /
_Immlss

Kit di fornitura con versionamenti e

K mmsés\‘/ mm395 | j

Kit di fornitura imbustati THR

confezionamenti speciali THK Retail packed kit THR
Special custom packed version THK
THK.023.XXX THR.023.SXX
C63

Possihilta di abbinamento tra THB023 e THF023

Possible to connect THBO23 and THFO23 with each other (hybrid)




